
Exhibit 1-1:  Emissions table for 1,200 facility operating hours (two turbines). 
 

Scenario NOx SO2 VOC PM10 Total
Turbine 100 Hrs Start-up 1.54         0.09         0.26          0.31         2.19         

1000 Hrs Operate 4.30         1.00         1.25          2.70         9.25         
100 Hrs Shut Down 0.59         0.10         0.17          0.29         1.15         

Black Start Engine1 100 Hrs Start-up -          
1000 Hrs Operate 0.01         0.00006   0.00214    0.00028   0.01         
100 Hrs Shut Down -          

Fire Pump Engine2 100 Hrs Start-up -          
1000 Hrs Operate 0.04         0.00002   0.00001    0.00097   0.04         
100 Hrs Shut Down -          

Chiller 100 Hrs Start-up 0.010       0.01         
1000 Hrs Operate 0.098       0.10         
100 Hrs Shut Down 0.010       0.01         

Trucking 100 Hrs Start-up 0.03 0.00010 0.00157 0.00366 0.04         
1000 Hrs Operate 0.32 0.00099 0.01574 0.03661 0.37         
100 Hrs Shut Down 0.03 0.00010 0.00157 0.00366 0.04         

Total 6.86       1.19       1.70        3.46         13.21      

1 Will be run one–half hour per month for testing purposes
2 Will be run one–half hour per week for testing puposes
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